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• Cut the ply into panels to fit between the windows and behind the 
windowsills. Leave panels slightly long.  

• Rout a 10 x 8.5 mm rebate in each side up to the windowsill level. 
These are on the outside face of the panels and will form an 
overlap with the square panels. (The end of the rebate is hidden 
behind the windowsill.) 

• Temporarily fit the panels to car. (A small nail partially driven in 
will hold them.) 

• Cut the square panels to the correct width to fit the rebates in the 
long panels. Again leave slightly long. 

• Rout a 10 x 8.5 mm rebate in each side 
• Again temporarily fit the panels to car. (Note that the top of these 

should fit behind the windowsills – see fig 2.)  
• Mark the bottom edge of the panels and remove. Repair any 

defects in the panels using a flexible automotive type filler (eg 
CRC Mendent) 

• Cut panels to length. 
 
 
 
 
 
 
 

• Rout the grooves in 
the panels using a 
clamped straight edge 
as a guide. Rout each 
edge first to form ½ 
of a groove and then 
evenly space the 
grooves in between. 
Grooves are 5 – 6 
mm wide and approx 
one ply deep (2.5 
mm). (Note that the 
grooves need to be 
large enough to allow 
for filling by several 
coats of paint.) 

  
 

 
 
 
 
• Sand the grooves.  
• Repair any ‘deliberate mistakes’. 
• Sand the panels. 
 
 
 
 
 
 
 
 


